
 
 

 
 

 

15W-40 

Description and Applications 
 

15W-40 is suitable for heavy-duty diesel applications fitted with emission control system using SCR and EGR 
technology up to Euro V. 
It is also suitable for new and old turbocharged and naturally aspirated diesel engines, both on-highway and off-
highway, running on high or ultra-low Sulphur diesel and biodiesel. 
 

Specifications and Recommendations 
Specifications: 

• ACEA E7 
• API CI-4 

Meet requirements: 
• DTFR 15B110 (MB 228.3) 
 

Note: Always consult your owner’s manual to check for recommended viscosity grade and specifications for your specific vehicle 
 

Typical Physical Data 
 

Parameters Method Unit Typical Value 
Appearance - - Bright & Clear 
Color - - Red 
Density @15°C ASTM D 4052 g/cm3 0.860 
Kinematic Viscosity @100°C ASTM D 445 mm2/s (cSt) 7.7 
Kinematic Viscosity @40°C ASTM D 445 mm2/s (cSt) 38 
Viscosity Index ASTM D 2270 - 177 
Brookfield Viscosity @-40°C ASTM D 2983 mPa.s (cP) 18000 
Pour Point ASTM D 97 °C -45 
Flash Point COC ASTM D 92 °C 214 

 


